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Planting & Revegetation  
 
Rangeland Contour Seeder 
 

 

 

The Linkage Rangeland 
Contour Seeder is a proven 
heavy-duty linkage seeder. 
Is used in rangeland 
revegetation projects 
worldwide. Mounding on the 
contour allows water 
harvesting in low rainfall 
areas and reduces erosion 
potential. The collection of 
rainfall in the contour 
furrows penetrates deeply 
into the soil, supporting 
successful establishment of 
grasses and shrubs 

 
Disc Revegetation Seeder – Camel Pitter  
 
The Disc Revegetation 
Seeder (camel pitter) breaks 
the hard surface crust, 
normally found on flat, 
overgrazed and degraded 
rangeland or mine site refill 
sites. It creates pits that are 1 
metre long, 15 to 20 cm wide 
and up to 10 cm deep. It 
works in a wide variety of soil 
types from hard clays to 
loam’s.,  see photo above. 

 

 
Linkage Tree Planter/Seeder 
 

 

Specially designed opener 
ideal for mound planting 
Direct seeding attachment 
available with a seed box 
capacity of 10L, Coulter 
wheel 550 mm diameters for 
increased operator safety 
allows implement to roll up 
over immovable buried 
objects. Provides excellent 
trash control. Adjustable soil 
opener and direct seeding 
attachment. 

 
 

Planting & Revegetation  
 
Tine or Disc Plot Seeders 
 
Up to eight row plot seeders 
designed with precision and 
versatility in mind. Equipped 
with a 2 x 20 ratio gear box 
system with 2 out drives, 
offering multiple plotting 
adjustments and fertilizer 
box drive. Newly design 
Cone, fully mounted on 
bearings offers smooth and 
even seed dispensing. 
Available in trailed and 
linkage configurations. 
Can Be designed to suit 
individual requirements. 

 

 
120, 300 and 450 mm Belt Cone Units 

 

Kimseed new 120, 300 and 
450 mm Aluminium Cones 
are designed to be used in 
MULTI CONE applications  
Cones can be set up in 
banks of up to 8 units  
Individual gearboxes for 
precise operation.  

 
Cone Seeder Distributor Outlets   

The units are powered by a 
12 volt dc motor driving an 
aluminum spinner at 330 
RPM. Units are made of 2 
parts and only the bottom 
distributor cap is changed if 
more or less outlets are 
required. 

  
 
Kimseed International Pty LTD 
4/5 Collingwood St. 
Osborne Park, 6017 
Western Australia  
Tel: +61 (8) 9446 4377 
Fax: +61 (8) 9446 3444 
E-mail: kimseed@kimseed.com.au 
Web site: www.kimseed.com.au   
 
Demonstration videos  available on our web site  
 

 




